	C172S Immediate Action Checklist

	Engine Failure During Takeoff Roll

	1.  Throttle
	IDLE

	2.  Brakes
	APPLY

	3.  Wing Flaps
	Retract

	4.  Mixture
	Idle Cut Off

	5.  Ignition Switch
	OFF

	6.  Master Switch
	OFF

	Engine Failure Immediately After Takeoff

	1.  Airspeed
	70 KIAS (flaps up) 65 KIA (flaps down)

	2.  Mixture
	Idle Cut Off

	3.  Fuel Shutoff Valve
	OFF (full out)

	4.  Ignition Switch
	OFF

	5.  Wing Flaps
	AS REQUIRED

	6.  Master Switch
	OFF

	7.  Cabin Door
	UNLATCH

	8.  Land
	Straight Ahead

	Engine Failure In Flight

	1.  Airspeed
	68 KIAS

	2.  Fuel Shutoff Valve
	On (push full in)

	3.  Fuel Selector Valve
	BOTH

	4.  Auxiliary Fuel Pump Switch
	ON

	5.  Mixture
	RICH (if restart has not occurred)

	6.  Ignition Switch
	OFF

	Fire During Engine Start on Ground

	1.  Cranking
	Continue

	2.  If engine Starts
	1800 RPM for a few minutes

	3.  Engine
	SHUTDOWN and inspect

	4.  Throttle
	FULL OPEN

	5.  Mixture
	IDLE CUT OFF

	6.  Cranking
	CONTINUE

	7.  Fuel Shutoff Valve
	OFF (pull full out)

	8 Auxiliary Fuel Pump
	OFF

	9. Fire Extinguisher
	ACTIVATE

	10. Engine
	Secure.  Master/Ignition Switches OFF

	11.  Parking Brake
	RELEASE

	12.  Airplane
	EVACUATE

	13. Fire
	Extinguish using fire extinguisher, wool blanket, or dirt

	14. Fire Damage
	INSPECT

	Engine Fire In Flight

	1.  Mixture 
	IDLE CUT OFF

	2.  Fuel Shutoff Valve
	Pull Out (OFF)

	3.  Auxiliary Fuel Pump Switch
	OFF

	4.  Master Switch
	OFF

	5.  Cabin Heat and Air
	OFF (except overhead vents)

	6.  Airspeed
	100 KIAS (if fire is not extinguished, increase glide speed to find an airspeed- within airspeed limits- which will provide and incombustible mixture)

	7. Forced Landing
	EXECUTE (as described in Emergency Landing Without Engine Power)


	C172S Immediate Action Checklist (page2)

	Electrical Fire In Flight

	1.  Master Switch
	OFF

	2.  Vents, Cabin Air, Heat
	CLOSED

	3.  Fire Extinguisher
	ACTIVATE

	4.  Avionics Master Switch
	OFF

	5.  All Other Switches (except ignition)
	OFF

	! WARNING – After Discharging Fire Extinguisher and Ascertaining That the Fire Has Been Extinguished, Ventilate the Cabin.

	6.  Vents/Cabin Air/Heat
	OPEN when it is ascertained that fire is completely extinguished.

	If fire has been extinguished and electrical power is necessary for continuance of flight to nearest suitable airport or landing area:

	7.  Master Switch
	ON

	8.  Circuit Breakers
	CHECK for faulty circuit, do not reset.

	9.  Radio Switches
	OFF

	10.  Avionics Master Switch
	ON

	11.  Radio/Electrical Switches
	ON one at a time, with delay after each until short circuit is localized.

	Cabin Fire

	1. Master Switch
	OFF

	2.  Vents/Cabin Air/Heat
	CLOSED

	3.  Fire Extinguisher
	ACTIVATE

	! WARNING – After Discharging Fire Extinguisher and Ascertaining That the Fire Has Been Extinguished, Ventilate the Cabin.

	4.  Vents/Cabin Air/Heat
	Open when it is ascertained that fire is completely extinguished.

	5.  Land the airplane as soon as possible to inspect for damage.

	Wing Fire

	1.  Landing/Taxi Light Switches
	OFF

	2.  Navigation Light Switch
	OFF

	3.  Strobe Light Switch
	OFF

	4.  Pitot Heat Switch
	OFF

	NOTE- Perform a sideslip to keep the flames away from the fuel tank and cabin.  Land as soon as possible using flaps only as required for final approach and touchdown.

	Inadvertent Icing Encounter

	1.  Pitot Heat Switch
	ON

	2.  Turn back or change altitude
	

	3.  Pull cabin heat control full out and open defroster outlets.
	

	Refer to expanded checklist E-9
	

	Static Source Blockage

	Erroneous Instrument Reading Suspected

	1.  Static Pressure Alternate Source Valve
	PULL ON

	Refer to expanded checklist E-10
	

	Vacuum System Failure

	Left or Right Vacuum Annunciator Light (L VAC R illuminates)

	Caution- If Vacuum Is Not Within Normal Operating Limits, A Failure Has Occurred in the Vacuum System and Partial Panel Procedures May be Required For Continued Flight.

	1.  Vacuum Guage
	CHECK

	Refer to expanded checklist E-12
	


