







Engine Fire During Start


Suck flames into engine, then secure


Cranking	Continue


If engine starts


Throttle	1700 for 2 minutes


	If engine does not start


Throttle	Full open


Mixture	Idle Cut-Off


Cranking	Continue


Shutdown engine


Mixture	Idle Cut-Off


Mags	Off


Master	Off


Fuel Selector	Off


Extinguisher	Use





Engine Fire In Flight


Cut off fuel, extinguish fire, land ASAP


Mixture	Idle Cut-Off


Fuel Selector	Off


Mags	Off


Master	Off


Cabin Air & Heat	Off


	(overhead vents can be left open)


Airspeed	90+ kts


Prepare for forced landing


		(See engine failure procedures)





Electrical Fire In Flight


Turn off master, extinguish


Bat & Alt Masters	Off


All Electrical Switches	Off


Vents, Cabin Heat & Air	Close


Extinguisher	Use


Turn On Only Essential Equipment


Reset Breakers Only If Critical


Land	ASAP

















(Ammeter shows excessive rate of Change)


	Alternator ---OFF


	Non Essential Electrical ---OFF


	Flight ---TERMINATE
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Ammeter Shows Excessive Rate of Charge


Alternator	Off


Alternator Circuit Breaker	Pull


Nonessential Electric	Off


Land	ASAP





Low Voltage Light On


Avionics	Off


Alternator Circuit Breaker	Check In


Alternator Master	Cycle


Low Voltage Light	Check Off


Avionics 	On


If Light Illuminates Again


Alternator	Off


Non-Essential Electric	Off


Land	ASAP











Electrical System Malfunctions








On Runway


ABORT: stop and shutdown


Throttle	Idle


Brakes	Apply


Mixture	Idle Cut-Off


Flaps	Up


Mags	Off





Immediately After Takeoff


Land straight ahead and shutdown


Airspeed	70 kts (65 flaps dwn)


Landing area	Choose (straight ahead)


Fuel Selector	Off


Mixture	Idle Cut-Off


Flaps	Down


Mags	Off


Master	Off





In Flight


Best glide, land into wind, troubleshoot


Airspeed	70 kts (65 flps. dwn.)


Landing area	Choose & turn toward


	(Land into wind)





Troubleshoot


Carb heat	On


Mixture	Rich


Fuel Selector	Both


Throttle	In Slightly


Primer	In & Locked


Mags	Check L/R/Both


	Start if engine stopped


Master	On





If No Restart:


Declare Emergency


Squawk	7700


Radio	Current Freq / 121.5


	“Mayday, mayday, mayday


	<AC type / call sign>


	<nature of emergency>


	<location> / <altitude>


	<# souls on board>


	<intentions>





Shutdown / Forced landing


Fuel Selector	Off


Mixture	Idle Cut-Off


Mags	Off


Seat Belts & Harnesses	Check


Flaps	As needed


Master	Off


Protect Body	Coat, cushion, etc.


Doors	Unlatch


Touchdown	Tail low (slightly)


Brakes	Apply Heavily























Airspeed	65kts (best glide)


Mixture	Idle cut-off


Fuel Selector	Off�Ignition Switch	Off�Flaps	As Required


Master Switch	Off


Doors	Unlatch prior to landing


Touchdown	Slightly tail low


Brakes	Apply heavily

















Engine Failures 
































Fires 











