PA-34 PIPER SENECA 13 December 2011
PREFLIGHT
CABIN

Weight and Balance
Complete

Documents
Check Available



Airworthiness Certificate


Registration


Airplane Flight Manual


TOLD Card

VOR Check


HOBBS

Heater/Defroster
“OFF”

Trim Indicators
NEUTRAL

Flaps
Check Operation

Cowl Flaps
“SET”

Mixture
“IDLE-CUTOFF”

Avionics
“OFF”

Landing Gear
“DOWN”

Flight Controls
Release Control lock

Magnetos
“OFF”

Master Switch 
“ON”

Landing Gear
3 GREEN

Fuel Quantity
Check

De-ice
Check (as required)

Master/Ignition
“OFF”

Pitot Static Syst
Drain

Empty Seats 
Secure

Cross Feed 
DRAIN

EXTERNAL

Cross Feed Drain
Check Closed

Right Wing

Flaps/Ailerons
Check

Tires/Brakes/Struts
Check

Rivets/Skin
Check

Landing/Nav Lights
Check

Fuel Quantity/Caps
Check

Fuel Tank Drains
Check(3)

Oil (6-8qts)
Check

Prop/Spinner/Cowl Flap
Inspect

Nose

Windshield
Check Clean

Heated Windshield
Secure

Nose Gear/Land Light
Inspect

Brake Reservoir
Check Level

Doors/Fwd Baggage
Closed – Locked

Left Wing


Engine/Landing Gear
Same Right

Stall Warning Vane
Inspect/Check

Pitot Vane
Inspect

Empanage


Baggage Door
Secured

Seats/Cargo
Secured

Static Ports (L&R)
Clear

Dorsal Air Scoop
Free/Clear

Empennage/ Stabalator
Inspect

Antennas
Secure

Final Walk Around- Fuel caps, chalks

Warning- RAC policy and FAA recommendation is that all visible ice and frost will be removed before flight.  Takeoff with “polished frost” is prohibited.
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